Wi11-2 W11-2
30"x30" S1-1 30"x30"
\ 36"x36"

) ’ W16-7p * )
waoTe” st wiso

TYPE 2 RAISED PAVEMENT

MARKER TWO-WAY DOUBLE
REFLECTIVE WHITE/WHITE SIDED
TYP UNLESS NOTED

OTHERWISE 150'-200*

,/ BIKE LANE
/
10 I =

- |- LANE LINE
& ——

—ﬁh = DOUBLE YELLOW CENTER LINE
-_é

‘ Nl om——
| CENTER OF LANE

A T = m——

4' MAX

\ = I =

LANE LINE

SEE STANDARD DETAIL 307, DOUBLE SIDED

308, 309 OR 310 FOR

RAMPCONSTRUCTION CROSSWALK LINE

CURB OR EDGE OF PAVEMENT

*TYPICAL

UNPROTECTED CROSSWALK OR
UNSIGNALIZED SCHOOL CROSSWALK
NTS

NOTES:
1. USE WHITE THERMOPLASTIC UNLESS DIRECTED OTHERWISE BY THE ENGINEER.

2. SIGNS HAVE FLUORESCENT YELLOW GREEN BACKGROUND WITH BLACK LEGEND AND BORDER. SIGN
MATERIAL: 3M DIAMOND GRADE DG3.

UNPROTECTED NON-SCHOOL CROSSWALK: USE W11-2 WITH W16-7p AND W11-2 WITH W16-9P.
4. UNPROTECTED SCHOOL CROSSWALK USE S1-1 WITH W16-7p AND S1-1 WITH W16-9P.
PROTECTED CROSSWALK OMIT S1-1 WITH W16-7P AND S1-1 WITH W16-9P.
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APPROVED BY: ROB CRITTENDEN CROSSWALK MARKINGS & SIGNS
TRAFFIC OPERATIONS SAFETY AND ENGINEERING MANAGER
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